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CT6.41# - SPECIFIC REQUIREMENTS.  (1/00)  Notwithstanding BT6.41, BT6.411, 

BT6.5, and BT6.61, felling objectives shall be accomplished by the type of 

felling methods and equipment listed herein.  Methods or equipment other than 

those specified may be approved.  For Payment Units shown in the following 

table, Purchaser shall submit a cutting plan for Forest Service acceptance, 

prior to the start of felling operations. 

 

 

FELLING METHODS  PAYMENT UNITS 

Trees should be felled in such a manner as to  

prevent damage to residual trees. 

 

Mechanized felling equipment shall operate on  

existing skid trails where possible. 

 

Equipment shall not operate within 150 feet slope 

distance from the edge of a pond or wetland which 

covers an area greater than one acre or 100 feet 

slope distance from the edge of a class 4 stream or 

wetland that is less than one acre. Exceptions may 

occur at road crossings or where designated by the 

Forest Service. 

 

Mechanized Felling operations require dry or winter 

conditions as determined by the Forest Service. 

 

 

 

 

Mechanized Felling operations require winter 

conditions as determined by the Forest Service. 

 

 

Mechanized Felling operations are only permitted 

from May 1 to November 14 or as determined by the 

Forest Service, to prevent conflict with winter 

recreation use. 

All 

 

 

All 

 

 

All 

 

 

 

 

 

 

 

2, 3, 4, 9, 

11, 12, 13,  

23, 25, 27, 

54. 

 

 

5, 10, 14, 52, 

53. 

 

 

6, 7, 8, 8A, 

15 

  

Whole Tree Yarding Required.  Boles may be bucked to 

reduce turn length, but all limbs and top must 

remain attached except for normal breakage,yarded to 

landings. 

 

All 

Mechanized felling equipment is restricted to 

operating on slopes less than 35% 

All 

  

  


